
TITLE: PLANE DISPLAY DEVICE

Abstract:

PURPOSE: To improve operation convenience and operability even on a desk by

providing an arm part obtained by connecting plural arms which can not be bent so that

a connection part may be freely bent in one direction or many directions and a plane

display part fixed at one end of the arm part.

CONSTITUTION: The 1st joint member 3.4 and the 2nd joint member 3.5 of the arm

part 3 are the fulcrums of the 1st arm 3.1, the 2nd arm 3.2 and the 3rd arm 3.3,

respectively, and the 1st, the 2nd and the 3rd arms 3.1, 3.2 and 3.3 can move freely.

Therefore, the display part 1 constituted of a liquid crystal display device and a plasma

display device, etc., can move freely. The number of the joint members 3.4 and 3.5 of

the arm part 3 is two. As the number of the joint members 3.4 and 3.5 increases, the

fine adjustment of the display part 1 becomes possible and the operability is improved.

Since the arm part 3 can move freely, the display part 1 can move freely and the

operability is improved.
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(54) PLANE DISPLAY DEVICE

(57)Abstract:

PURPOSE: To improve operation convenience and

operability even on a desk by providing an arm part

obtained by connecting plural arms which can not be

bent so that a connection part may be freely bent in one

direction or many directions and a plane display part

fixed at one end of the arm part.

CONSTITUTION: The 1st joint member 3.4 and the 2nd

joint member 3.5 of the arm part 3 are the fulcrums of

the 1st arm 3.1, the 2nd arm 3.2 and the 3rd arm 3.3,

respectively, and the 1st, the 2nd and the 3rd arms 3.1,

3.2 and 3.3 can move freely. Therefore, the display part

1 constituted of a liquid crystal display device and a

plasma display device, etc., can move freely. The

number of the joint members 3.4 and 3.5 of the arm part

3 is two. As the number of the joint members 3.4 and 3.5 increases, the fine adjustment of the

display part 1 becomes possible and the operability is improved. Since the arm part 3 can

move freely, the display part 1 can move freely and the operability is improved.
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